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(6mm    / 2m length) 

110 220VAC  
 DC12V, 3A  

  

TRB- 100ST  

Size 300mm x 110mm x 150mm(WxLxH) 
  

(MB- 350U) 
EK- 100 PC  
S/W  ELT_WSD 



DC 12V 3A  

400ppm CO2  
 

 : 5 7 Liter/min.  

  ( )  

(TRB- 100ST ) 

CMB10  400 CO2  
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  ( )  

DC 12V 3A  
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 : CMB12  
 :  
 : 350mmW  x 210mm L x 180mm(H) ( ), 330mm x 190mm x 160mm ( ) 

 : 10 Liter 
 :       

     

 (+,- )  
(12V  ) 

(0  10L/min.) 
 

 ( )  
  

 

Cover Locker   3 

TRB- 100ST  
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(0 100mmH2O) 
 

  



 

AC/DC  100 240V, 50Hz/60Hz 1.5A, Output :  12V, 3A 

3-1 

  
(6mm    /  2m length) 

 

 

(CO2  400/1,000/1,500ppm )  
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ü 5L 7L   
 :  

 
ü 10 50mmH2O    
 (10 100mmH2O 10ppm ) 
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5. TRB- 100(  EK- 100 (  

6. TRB, EK SW1  (5V or 3.3V) 

    SW2    

     (N:  Cal 1: MCDL 400ppm  Cal 2 : ACDL 0 ppm (D )  

     TRB, EK  

7. TRB  EK  3 ( ) 

   

SW1 

SW2 

TRB- 100ST  

 TRB- 100ST   SW1/SW2    
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8.   5L/min.  

9. 5L/min 50mmH2O  

10. TRB- 100  EK- 100  LCD      

   5L 7L/min.  10 50mmH2O.  CO2  

END. 

 4 

8/9 


